


FIRST AID
If poisoning occurs, contact a Doctor or Poisons Information Centre (Phone Australia: 131126, New Zealand: 0800 764 766). 
DO NOT reuse container unless thoroughly decontaminated. 
SEE THE MATERIAL SAFETY DATA SHEET FOR ADDITIONAL INFORMATION.
EMERGENCY INFORMATION: 1800 033 111 (ALL HOURS).
SWALLOWED: If swallowed, do NOT induce vomiting. Give a glass of water. Seek medical advice..
EYE: If in eyes, hold eyes open, flood with water for at least 15 minutes and see a doctor.
SKIN: If skin contact occurs, remove contaminated clothing and wash skin thoroughly. If irritation occurs seek medical advice.
INHALED: Remove from contaminated area. Seek medical advice.

PACKAGING AND SHELF LIFE
15 litre metal pails. Unopened pails can be stored for up to 12 months in a cool, dry and weatherproof environment. Pails must be 
stored off the floor.

LIMITATIONS
•  Prevent contents from freezing
•  Suitable for thin bed applications only (final bed of 4mm)
•  Must not be used over water based membranes or paint
•  Not suitable for fixing tiles/stone that has been sealed
•  Substrate and tile or stone being laid must be totally dry prior to application as staining may occur
•  Do not apply the product in extreme temperatures of below 5°C and above 35°C.

tile adhesives, grouts, waterproo�ng, soundproo�ng, specialty products, self levelling compounds

Technical Data Sheet
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 Ph: (02) 8825 3488 Ph: (03) 9261 4733 Ph: (07) 3260 2422 Ph: (08) 8244 0511 Ph: (08) 9258 6218 Ph: +64 9257 3580
 Fax: (02) 8825 3411 Fax: (03) 9261 4744 Fax: (07) 3260 2411 Fax: (08) 8244 0522 Fax: (08) 9258 7687 Fax: +64 9257 3588

TECHNICAL SERVICES TOLL FREE NUMBER
1800 813 890 Australia

0508 222 272 New Zealand (land lines only)
or visit www.asaltd.com.au

(ABN 79 003 893 838)

Floor finish:

Floor finish adhesive:

Impact Insulation class:

Improvement in IIC relative to bare slab:

Floor structure:

Ceiling layer:

Ceiling void:

6mm thick ceramic floor tiles

4mm ASAPHONIC

180mm concrete

10mm plasterboard

100mm void

FIIC 55

13 points

Floor finish:

Floor finish adhesive:

Impact Insulation class:

Improvement in IIC relative to bare slab:

Floor structure:

Ceiling layer:

Ceiling void:

6mm thick ceramic floor tiles

4mm thick ASAPHONIC

180mm concrete

1x13mm plasterboard on metal suspension system

370mm void and 50mm thick, 20kg/m3 polyester

FIIC 65

16 points

DISCLAIMER: The representations and recommendations regarding the products are based on tests which we believe to be reliable. However, no 
guarantee of their accuracy can be made because of the great range of field conditions and variations encountered in raw materials, manufacturing 
equipment and methods. Thus, the products are sold with a limited warranty only, and on the condition that purchasers will make their own tests to 
determine the suitability of the product for their particular purposes. Under no circumstances will Bostik Australia Pty Ltd be liable to anyone except for 
replacement of the products or refund of the purchase price.

ALL SALES ARE EXPRESSLY LIMITED TO THE TERMS AND CONDITIONS OF SALE OF BOSTIK AUSTRALIA PTY LTD


